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The super fast printer features printouts of:

The multifunctional printer

TPD-01

The Quality Receipt

trip receipts
shift accountings
trip memory printouts
utilisation figures

The graphical thermal paper printer with high resolution prints different
font widths, font sizes, italic and bitmaps.
Company or dispatching center logos can be printed on every receipt,
up to 20 footer lines are programmable.
The TPD-01 offers fast and high resolution printouts (28 characters/line,
300 dpi) and perfect graphics through grey scales effect.

Various Mounting Possibilities

3 different mounting versions for the paper roll:
upside, backwards or completely on the back side
Various mounting possibilities of the printer itself:
velcro mounting, mounting bracket 90° or 30 ,
Mercedes-Benz E211 mounting holder instead of ash-tray

°

Convincing Technology

The low current consumption yet corresponds to the future automotive
standards. The HALE TPD-01 only consumes current during printing
(automatic wake-up via interfaces) and is otherwise in sleep mode.

Variable Configuration

Taxi owners can configure the shift accounting printouts as requested
within the code protected owner mode:
totalizers to be printed for accounting, printouts with or without trip
memory, with or without total counters and utilisation figures.

The 3-coloured LED display indicates the printer status:

green - ready for printing
red - end of paper
orange - data transfer / printing
dark - autosleep mode

The separate keys for paper feed and paper out allow an ideal operation.
End of paper detection through visible paper roll. The paper roll can be
exchanged easily because of the open paper box.

Secure HALE thermal paper

Special control of the printer head for perfect results - resolution,
temperature and printing speed are adapted to the original HALE thermal
paper. This paper has a special coating to resist against the environmental
influences (sun, fat, etc.).

Paper width: 58 mm, 2.28 inch
Temperature range: -10° to +55°C, +14°F to +131°F
Printout of a receipt in approx. 2,5 sec.

Technical Data

Dimensions
Weight
Operating voltage
Current consumption

Temperature

Resolution
Graphics
Fast print
Special features

Interfaces

Approvals

115x57x30 mm, 4.53x2.24x1.18 inch (WxHxD)
180 g
8-18V
typ. 2mA in stand-by with serial operation

350 µA in sleep mode with CAN operation
max. 1,5 A with 12V
-25°C to +85°C, -13°F to +185°F (stock)
-10°C to +70°C, +14°F to +158°F (operation)
300 dpi, 28 characters / line
32 kB bitmaps
up to 4 cm, 1.58 inch / sec.
3-coloured status LED
autosleep and wake-up
end of paper detection
printer head protection
2 operating keys
RS 232 (5V) for Microtax -05
HALE CAN for Microtax -06,

mirror taximeter SPT-02, SPT-01
opt. or integrated magnetic card reader
opt. chip card reader
opt. RS 232 (12V)
baud rates 300/1200/9600 baud (opt. 4800 baud)
interfaces for connection of data dispatching

devices and credit card terminals

typ.
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taximeter printer

printer for data
dispatching devices
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TPD-01-Mwith integrated magnetic card reader


