
A roof sign sets the trend.
Now with contactless energy supply!

HALE TRS

The future in taxi.
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HALE electronic GmbH 
Eugen-Müller-Straße 18 
A-5020 Salzburg

T:	 +43-662/439011-0 
E: 	marketing@hale.at 
www.hale.at

HALE taxi roof sign TRS 
Unmistakable. Flexible. And now
with contactless energy supply.
The evolution on the taxi roof!

Whether it‘s road salt, brine or dirt:
HALE roof sign TRS works reliably!  
 Contactless power transmission between vehicle and  
roof sign via Wireless Power Adapter WPA-001
 Reliable roof sign operation – even under the toughest  
external influences

Easy mounting & quick removal  
– the taxi roof sign with system
 Vehicle specific mounting parts for a fast  
and easy installation
 Variable options of mounting due to adjustable  
height and tilt angle of the bracket
 Vertically adjustable magnetic vacuum cup for aligning  
the roof sign 
 Hinged bracket for the easy removal of the roof sign
 Automatically locked – for optimal security and safety

HALE TRS – distinctive identity for your cab
 3-dimensional curvature of the front – aerodynamically perfect
 Exceptionally bright due to light-scattering material 
 Meets all requirements for comfort, safety and dynamics 
 Developed with regard to the permanently growing demands  
on modern vehicle design

With modern LED technology 
 Bright, economical and durable
 Distinctive luminous colour for more attention

Available in two versions:
 TRS-W21 with bracket and magnetic vacuum cup* – including 
Wireless Power Adapter WPA-001 for contactless energy supply
 TRS-015 with two magnetic vacuum cups (without WPA-001)

With special mounting plate, HALE TRS-W21 (or TRS-W22) is also 
suitable for vehicles with plastic roof! 

Easy mounting:
Place the TRS on the WPA-001, push it in – and the lock snaps in 

automatically. Swing it down and attach the magnetic vacuum cup.

Quick removal:
Unlock with key, lift TRS magnetic vacuum cup

and push roof sign inwards.

* For car roofs with uneven surfaces (e.g. due to corrugations), the roof sign variant TRS-W22 with a smaller magnetic vacuum cup is available.

The new Wireless Power Adapter WPA-001 ensures contactless 
and reliable energy supply of HALE roof sign TRS.

Technical data
Dimensions Housing:  346 x 120 x 175 mm | 13.62 x 4.72 x 6.89 inch

Roof sign (incl. socket and bracket):
TRS-015:  346 x 143 x 202 mm | 13.62 x 5.63 x 7.95 inch
TRS-W21: 520 x 190 x 170mm | 20,47 x 7,48 x 6,69 inch

Weight (incl. socket 
and bracket)

TRS-015:  1465 g | 51,68 oz 
TRS-W21: 1214 g | 42,82 oz (TRS-W22: 1160 g | 40,92 oz)

Operating voltage 13,8 V (constant brightness from 8 - 18 V)

Current consumption 0,334 A at 12 V (with illuminated roof sign)

Power 4,5 W

Temperature range -30° C to +80° C | -22° F to +176° F

Housing material •	Transparent plastic for automotive use 
•	Best light diffusion and high translucence

Tests and 
approvals

•	Certified safety, TÜV Süd PPP 53021A:2020 / 
•	AfPS GS 2019:01 PAK
•	Ageing resistance EN ISO 4892-2 (plastic parts) 
•	Solar resistance, DIN 75220 (housing) 
•	Aeroacoustics vehicle wind tunnel (housing) 
•	Fluid dynamics (housing) 
•	Luminosity: brightest roof sign without dazzling

Z1A 062634 0005

10 R – 05 6758E 1

TRS-015:

10 R – 06 10109E 1

TRS-W21 / TRS-W22:

The future in taxi.


